
This product has been designed to provide a contemporary flush pull 
system for primarily hinge and bi-fold doors. 

The slightly enhanced depth will allow for fingers under the lip to get
enough grip. The offset version is recommended for larger heavier 
doors as this has a larger lip by offsetting the pocket. 

1 Select product e.g 1161 - L - 4
2 Specify profile on order form P1 - P3. Code becomes 1161 - L - 4 (P1)

Ordering

Flush Pulls - Semi Deep & Offset

© Chant Productions Ltd Visit chanthardware.com for more information. All information is subject to change without notice.

- Concealed Fixing
- Pocket sizes to match locking setups 
- Solid brass construction
- Semi Deep & Offset versions available

‘L’ ‘S’

Refer to the ‘Technical’ PDF’s for information 
on the flush pull dimensions and fixing detail.
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Fixing options 
 (All fixings are included in the price)

B Fix - Surface fix  

C Fix - Timber fix pair BTB (order 2 pieces) 

R Fix - TImber rear fix 

G Fix - Timber glue fix (glue not supplied)

Timber Aluminium

A Fix - Surface fix  

D Fix - Aluminium BTB
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Semi Deep - Offset

1361 - L - 4

1371 - L - 4

1381 - L - 4

44

Le
ng

th

200

250

300

Width

Short 
Opening

Long 
Opening

Semi Deep

‘L’ ‘S’
Short 

Opening
Long 

Opening

Semi Deep Offset

Note: Offset flush pulls are handed, handing information will be required when ordering

LH RH

Handing
 Offset Flush Pulls Only

Profile Options

 P2  P3P1
(Surcharge Applies)


